
 ▪ Cast steel body and slide ideal for heavy duty 
applications 

 ▪ Ductile cast iron screw pitched acme thread ensures 
long life and positives action

 ▪ Serrated jaws design provides good grip
 ▪ 360° swivel base allows operator to approach any 
direction

9TZ11-04 146 4" 104 57 310 7.50 1
9TZ11-05 166 5" 130 67 365 11.00 1
9TZ11-06 200 6" 155 76 422 14.50 1
9TZ11-08 225 8" 200 89 492 18.00 1
9TZ11-10 250 10" 250 102 572 25.60 1
9TZ11-12 300 12" 305 127 655 33.00 1
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• Applicable for round 
shape objects

360° Cast Steel BenchVise  
& Display Rack

Steel Wire Brush Set
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▪ Quick and easy to remove broken screw, pipe, bolt 
and stud

829 6 / 24g

100 25 / 100g

2127A-06M M3~M6 1/8~1/4 51.5
2127A-08M M6~M8 1/4~5/16 58.0
2127A-11M M8~M11 5/16~7/16 66.0
2127A-14M M11~M14 7/16~9/16 73.5
2127A-18M M14~M18 9/16~3/4 81.0
2127A-24M M18~M24 3/4~1 91.0
2127A-33M M24~M33 1~1-3/8 106.0
2127A-50M M33~M50 1-3/8~2 112.0
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2127-06M M3~M6 1/8~1/4 51.5
2127-08M M6~M8 1/4~5/16 58.0
2127-11M M8~M11 5/16~7/16 66.0
2127-14M M11~M14 7/16~9/16 73.5
2127-18M M14~M18 9/16~3/4 81.0
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▪ A quick and easy way to remove broken screw, pipe, 
bolt and stud

11205SQ

Broken Screw Extractor Set

11208SQ

▪ Material : Drill-Bit(HSS), screw extractor(GCr15)
Metal case size (mm) :
149 x 115 x 24 (0.014 cuft)

Broken Screw Extractor and Drill-Bit Set
11310SQ
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Contents 0.4 1 / 40Kg

ø2.5, ø3, ø4.5, ø6, ø8

#1 M3 - M6
1/8" - 1/4"

#2 M6 - M8
1/4" - 5/16"

#3 M8 - M11
5/16" - 7/16"

#4 M11 - M14
7/16" - 9/16"

#5 M14 - M18
9/16" - 3/4"
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